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1
TELEVISION INTEGRATED CHAT AND
PRESENCE SYSTEMS AND METHODS

1. RELATED APPLICATIONS

This application is a continuation of and claims the benefit
of priority to U.S. patent application Ser. No. 11/356,056,
filed Feb. 17, 2006(now allowed), the contents of which are
expressly incorporated herein by reference their entirety.

The applications listed below are related to this application
and are being filed on the same date as this application:

U.S. patent application Ser. No. 11/356,090, entitled “Sys-
tems and Methods for Providing Supplementary Television
Content;”

U.S. patent application Ser. No. 11/356,053, entitled “Sys-
tems and Methods for Shared Viewing Via Television;”

U.S. patent application Ser. No. 11/356,052, entitled “Sys-
tems and Methods for Fantasy League Service Via Televi-
sion;”

U.S. patent application Ser. No. 11/356,094, entitled “Tele-
vision Integrated Chat and Presence Systems and Methods;”

U.S. patent application Ser. No. 11/356,092, entitled “Sys-
tems and Methods for Providing a Shared Folder via Televi-
sion;”and

U.S. patent application Ser. No. 11/356,091, entitled “Sys-
tems and Methods for Voicing Text in an Interactive Program-
ming Guide.”

II. TECHNICAL FIELD

The present application is generally directed to communi-
cations networks having video transmission capabilities. The
embodiments described herein are more specifically directed
to systems and methods to receive and transmit enhanced
television services over high bandwidth access networks.

1II. BACKGROUND INFORMATION

Consumers and businesses today receive television ser-
vices from a variety of sources. Using even the most basic
television set, viewers can receive traditional television
broadcasts via an antenna connected to the television set. The
problems with traditional broadcast television are well
known. To receive a television signal, the receiving antenna
must be within the range of a broadcast transmitter, making it
difficult to receive a signal in remote places. The quality of a
broadcast picture can depend on the strength or position of the
antenna, leading to fuzzy pictures and constant repositioning
of the antenna. Furthermore, traditional broadcast television
is limited to simple viewing. The television signal is received
and a picture is displayed on the viewer’s television. Aside
from changing channels, there is no way for viewers to cus-
tomize television content or to communicate with broadcast-
ers.

Cable television and, later, satellite television were devel-
oped to solve some of the problems associated with tradi-
tional broadcast television. Cable television providers receive
television content from a variety of programming sources and
transmit the content via cables, such as coaxial cables,
directly to subscribers’ homes. In the home, a “set top box” is
typically used to receive the cable signal and provide it to the
televisions for display. Although cable television does not
generally suffer from the picture quality problems of over-
the-air broadcast television, the use of amplifiers to carry the
cable signal over long distances can cause signal degradation
and reliability problems. The typical cable set top box also
offers limited options for customizing content because it
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2

relies on standard broadcast television content transmissions,
has generally contained limited processing functionality and
has limited network interactivity capabilities (e.g., pay-per-
view requests, video on demand requests).

Satellite television provides high quality television picture
because its signal travels through the air (i.e., a faster and
more accurate delivery medium than cable) and it does not
rely on an antenna’s range to the content provider. Instead,
satellite providers broadcast television content to a geosyn-
chronous satellite that rebroadcasts the content to a satellite
dish at a subscriber’s home. The satellite dish is typically
connected to a satellite receiver that decrypts and formats the
television content and delivers it to the televisions for display.
However, satellite television is not without its limitations. For
example, like cable television services, satellite television
relies on standard broadcast content transmissions. Further-
more, satellite receivers rely on low-bandwidth conventional
“plain old telephone service” (POTS) telephone lines to pro-
vide a bi-directional communication path for requests from
the satellite receiver and download of customized content, so
download rates are slow and available content is limited.

Digital video recorders, available as standalone compo-
nents or integrated in set top boxes and satellite receivers,
enable viewers to record television content. Using a menu
displayed on the television, viewers may be able to select
programs to be recorded, order pay-per-view content, and set
viewing preferences, such as parental controls. However,
typical digital video recorders use low-bandwidth POTS
phone lines as a bi-directional communication path to a cable,
satellite or other service provider, limiting the ability to pro-
vide any content customized specifically for a particular user.

Over the years, broadcast, cable, and satellite television
have steadily improved television picture quality and some
providers have developed the capacity to deliver limited
enhancements to video broadcast viewing, such as pay-per-
view and video-on-demand. Digital video recorders enable
viewers to receive content in a limited and delayed fashion.
However, there remains a need for enhanced television ser-
vices that are rich, reliable, and truly customized.

IV. BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram of a system consistent with an
exemplary embodiment of the present invention.

FIG. 2 is a detailed block diagram of a service provider
consistent with an exemplary embodiment of the present
invention.

FIGS. 3(a) and 3(b) are detailed block diagrams of a sub-
scriber consistent with an exemplary embodiment of the
present invention.

FIG. 4 is a detailed block diagram of a network terminal
consistent with an exemplary embodiment of the present
invention.

FIG. 5 is a detailed block diagram of a high-level architec-
ture of a television integrated chat and presence system con-
sistent with an exemplary embodiment of the present inven-
tion.

FIGS. 6 A and 6B are flow charts of an exemplary method
that illustrates the operation of the preferred system consis-
tent with an embodiment of the present invention.

FIG. 7 is an exemplary television screen illustrating an
instant message window, buddy list window, and television
broadcast window consistent with an embodiment of the
present invention.

V. DETAILED DESCRIPTION OF PREFERRED
EMBODIMENTS

Preferred methods and systems consistent with the present
invention provide enhanced television services to subscribers
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using a high speed bi-directional connection such as a fiber
optic network. A service provider transmits both general tele-
vision content, such as broadcast television programs, and
content that is customized for each subscriber. Subscribers
communicate with the service provider to perform any num-
ber of tasks, including establishing an account, ordering cus-
tomized content, and sharing content with other subscribers.

Reference will now be made in detail to various exemplary
embodiments of the invention, examples of which are illus-
trated in the accompanying drawings. Wherever possible, the
same reference numbers will be used throughout the draw-
ings to refer to the same or like parts.

A. System Overview

FIG. 1 is a block diagram of a system 100 consistent with
a preferred embodiment of the present invention. A service
provider 102 collects content (e.g., broadcast video, broad-
cast audio, audio/video on demand, data content), from a
plurality of content providers 104. Such content may include,
for example, programming from local broadcast television
channels, programming from national broadcast television
content providers such as Home Box Office or ESPN, and
educational programming such as distance learning broad-
casts. Service provider 102 transmits data, including the
audio/video content, to subscribers 106 via an access network
108. Subscribers 106 may include homes, businesses, hotels,
etc. In a preferred embodiment, access network 108 consists
mainly of fiber optic cables and connectors, enabling high
speed, two-way communication between service provider
102 and subscribers 106. Access network 108 may also
include other networking technologies, such as wireless net-
working. In one embodiment, service provider 102 and sub-
scribers 106 may also be able to communicate via alternate
networks that may interconnect the service provider 102 and
subscribers 106, such as the Internet (not shown).

FIG. 2 is a block diagram of a service provider 102 con-
sistent with a preferred embodiment of the present invention.
Service provider 102 may provide multiple services to sub-
scribers 106. For example, service provider 102 may establish
and maintain subscriber accounts, provide regular broadcast
television programming, provide on-demand video content,
enable subscriber feedback, etc. Service provider 102 may
also enable subscribers 106 to obtain enhanced services, such
as described below.

Exemplary service provider 102 may include various sys-
tems and facilities to receive, store, process and transmit
content for provision to subscribers 106. For example, exem-
plary service provider 102 may include a television content
system 202, an enhanced television services system 204, a
distribution system 206, a subscriber database 208, a portal
210, and an authentication system 212. Television content
system 202 may receive, store, process and transmit broad-
casttelevision content originated by content providers 104. In
one embodiment, service provider 102 may also create tele-
vision content and store and transmit such content using
television content system 202. Enhanced television services
system 204 may receive, store, process and transmit data to
support enhanced television services and provide subscriber
interfaces for accessing enhanced television services (as fur-
ther discussed below).

Distribution system 206 may distribute content and data,
e.g., from television content system 202 or enhanced televi-
sion services system 204, to subscribers 106. Distribution
system 206 may perform broadcast/multicast delivery (e.g.,
to send the same information to many subscribers simulta-
neously) or unicast delivery (e.g., to send customized content
to a single subscriber). Distribution system 206 may also
provide an “upstream” communications path from subscrib-
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ers 106 to, for example, enhanced television services system
204, such that subscribers may send requests and other infor-
mation related to obtaining customized content, among other
things.

Subscriber database 208 may store data about subscribers
106 such as name, address, subscriptions to enhanced ser-
vices, etc. Portal 210 may provide an interface for communi-
cations with service provider 102 via an external network,
such as the public switched telephone network (PSTN) or a
wide area network such as the Internet. Authentication system
212 may process authentication and/or authorization infor-
mation to enforce security and privacy for providing services
to subscribers 106.

A skilled artisan will recognize that service provider 102
may include more or fewer components than are shown in
FIG. 2, and more or combined functionality compared to that
illustrated in F1G. 2. For example, a separate database may be
provided to store authentication information used by authen-
tication system 212. In another example, service provider 102
may include telecommunications and/or conference bridge
facilities to enable subscribers 106 to access audio/video
telecommunications and/or teleconference services (e.g.,
available through enhanced television services). Addition-
ally, the functionality of service provider 102 may be per-
formed by a single system, or by a combination of computers
and other equipment, which may be distributed over multiple
locations and interconnected by various communications
links. The operation of the components of service provider
102 is described in greater detail below.

FIGS. 3(a) and 3(b) illustrate block diagrams of a sub-
scriber 106 consistent with a preferred embodiment of the
present invention. As shown in FIG. 3(a), subscriber 106
receives transmissions from service provider 102 via access
network 108 at a network terminal 302. As described above,
access network 108 may be, for example, a passive optical
network (PON). The network terminal 302 may receive the
network transmissions from service provider 102 via any
number of intermediate components/technologies. For
example, an optical-to-electrical conversion component may
be interposed between the network terminal 302 and service
provider 102 in order to convert optical transmissions to
electrical signals (e.g., RF signals, POTS signals, Ethernet
signals), as well as other transport components that may be
deployed therebetween.

Network terminal 302 processes data received via access
network 108 and presents it to output devices 304. As such,
network terminal 302 may include processors, storage sys-
tems, network interfaces (e.g., to access network 108) and
device interfaces, as generally known. Output devices 304
can include any number of components with the capabilities
to output audio and/or video, such as video displays, speak-
ers, television sets, etc. Network terminal 302 is also con-
nected to one or more input devices 306, which allow users to
provide input data, for example, to control the network ter-
minal 302 or output devices 304, or provide data for upstream
transmission over access network 108. Input devices 306 can
include devices such as keyboards, pointing devices, remote
controllers, touch screens, etc. In certain embodiments, net-
work terminal 302 may be integrated with any or all of the
output devices 304, as well as any or all of the input devices
306 (an example of which would be a mobile telephone). In
some embodiments, subscriber 106 may also use a separate
computing system or telecommunications device such as a
telephone (not shown) connected to an external network (e.g.,
PSTN, Internet, wireless network) to communicate with ser-
vice provider 102 (e.g., via portal 210).
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FIG. 3(b) illustrates a specific embodiment relative to typi-
cal television service at a subscriber 106. As shown in FIG.
3(b), the network terminal is a set top box 312 connected to
access network 108 (e.g., via various technologies/compo-
nents) to communicate with service provider 102. Set top box
312is connected to television 314, which includes facilities to
display video and produce audio based on signals provided by
set-top box 312. A remote control 316 and other input devices
(e.g., pushbuttons) are provided and may be communicatively
connected to television 314 and/or set-top box 312 (e.g.,
wirelessly) to enable a viewer to control television 314 and/or
set top box 312, and to provide data which may be transmitted
over access network 108 to service provider 102, and/or other
subscribers 106.

Subscriber 106 may set up an account with service provider
102 which enables and/or controls the ability to receive
enhanced television services. For example, the subscriber
account may be used by provider 102 to store subscriber
identification information, such as a name and address, store
indications of which services a subscriber is authorized to
receive, such as premium broadcast channels or Internet
access, and track and bill for enhanced services, such as
viewing of personalized content, etc. The account may also
store an identifier of the subscriber’s network terminal 302
that allows for identification of the network terminal over the
access network 108 (e.g., a unique identifier of a set top box
312 assigned to the subscriber), facilitating the delivery of
enhanced television services to the subscriber. Subscriber 106
may access account information, for example, using portal
210 via voice communications (e.g., an interactive voice
response system) or data communications (e.g., an interactive
web interface over the Internet). Alternatively, a subscriber
may use a phone integrated into set top box 312 or controls
available in remote control 316 to communicate with service
provider 102 over access network 108.

Subscriber 106 may include several users and their equip-
ment. For example, within a single household, different fam-
ily members may desire to receive different content or sub-
scribe to different enhanced television services from service
provider 102. In one embodiment, a subscriber 106 (e.g., a
household) may establish an account with service provider
102 and each user (e.g., family members in the household) is
associated with that account and may have information stored
in subscriber database 208. In another embodiment, each user
may establish his own account with service provider 102.

FIG. 4 is a detailed block diagram of a preferred network
terminal 302 (such as set top box 312). Network terminal 302
may include an access network interface 402, control system
408, storage system 410 and device interface 412. Control
system 408 may include processors or other control logic,
which may be used to execute various instructions and
manipulate data stored in storage system 410. Storage system
410 may include various storage devices and controllers, such
as semiconductor memories (e.g. RAM, ROM, flash), mag-
netic memories (e.g., disk), optical memories (e.g., DVDs),
memory controllers and/or other storage, as is well known.
Device interfaces 412 may include various components to
interface with external components, such as output devices
304 and input devices 306, as generally known.

Using the access network interface 402, network terminal
302 communicates with service provider 102 to send and
receive high speed communications for television program-
ming, enhanced television services, subscriber account man-
agement, etc., over access network 108. Access network
interface 402 may include various components to allow for
communications over access network 108 in one or more
forms, depending on the implementation. For example,
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access network interface 108 may include an RF interface to
receive RF signals and/or an optical interface to receive opti-
cal signals. Access network interface 402 may further include
components to distinguish between and process various com-
munications carried over access network 108. For example,
access network interface 402 may include components to
receive broadcast-television-formatted transmissions (e.g.,
NTSC, MPEG) and/or packet-data-formatted transmissions
(e.g., Ethernet, IP). In some embodiments, access network
interface 402 may also be connected to device interface 412,
for example, to provide broadcast television transmissions to
output devices 304.

Storage system 410 may include various modules execut-
able by the control system 408 and implementing various
features in preferred embodiments. For example, storage sys-
tem 410 stores a user interface 404 comprising one or more
displays (e.g., an interactive program guide) which may be
provided on output devices 304 to enable subscriber 106 to
communicate with network terminal 302, select content for
viewing, access enhanced viewing features, etc. User inter-
face 404 may include various user interfaces to utilize
enhanced television services available through service pro-
vider 102, for example, downloaded from service provider
102. Subscriber data 406 may also be stored in storage system
410 to support enhanced television services. For example, a
subscriber’s viewing preferences or settings may be stored as
subscriber data 406. In another example, subscriber data 406
may be stored outside network terminal 302, such as at ser-
vice provider 102 (e.g., in subscriber database 208) or on a
computing system or other device controlled by the sub-
scriber (e.g., a smart card).

Network terminal 302 may include fewer or more compo-
nents than are shown in FIG. 4, as is well known, and may be
interconnected in various ways using buses, etc., as is well
known.

B. Enhanced Television Services

A preferred embodiment uses a high-bandwidth bi-direc-
tional access network 108 to provide enhanced television
services. For example, a service provider may provide a mul-
titude of enhanced services to a subscriber by allowing the
subscriber to connect with the service provider via such a
high-bandwidth bi-directional access network to obtain, con-
figure and control the delivery of desired television content
and related services. A preferred embodiment utilizes a fiber
optic access network, although other high-bandwidth tech-
nologies could also be used (e.g., RF wireless, RF over
coaxial cables). Fiber optic connections provide much more
bandwidth for transmitting data than conventional connec-
tions using radio waves or coaxial cable. Fiber, for example,
can easily carry hundreds or even thousands of channels of
television content, telephone services, and data services (e.g.,
Internet access). To leverage the additional bandwidth and
quality of fiber connections, service providers may offer a
wide range of enhanced television services to attract and
retain subscribers.

Enhanced television services may include, for example,
personalized television channels, synchronized sharing of
personal content among subscribers, direct access to supple-
mental television content, integrated chat and presence infor-
mation on television, and interactive entertainment. Subscrib-
ers may enjoy these services from their premises using
familiar devices (e.g., a set-top box, a television, a remote
control, etc.). In some embodiments, subscribers may have
the option of using a computer or other device connected to
the Internet to further customize or enhance television ser-
vices.
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C. Television Integrated Chat and Presence

One implementation of an enhanced television service pro-
vided by preferred systems and methods is television inte-
grated instant message (IM) chat and presence capabilities.

Instant message chat allows users to send and receive com-
munications using their television. According to a preferred
embodiment, a portion of the television screen may be dedi-
cated to sending and receiving instant messages while the rest
of'the screen may display a video transmission. The dedicated
portion may be referred to as a window. The user may type
and receive communications (e.g., lines of text) that are dis-
played in the window.

To facilitate instant messaging, a user may create a list of
other users designated as “buddies.” A user may exchange
instant messages with selected buddies from the list, which
may be displayed on the user’s television screen. The list of
names of buddies may include a user identification (e.g., a
“screen name” or other user ID), and may also include user
status information, such as presence status information that
would allow a user to determine the presence status of another
user. Presence status may include, for example, whether the
other user is online (e.g., watching TV), offline (e.g., TV off),
busy (e.g., watching TV, but not accepting messages), away,
etc.

In some embodiments, online or offline may indicate
whether a user is connected to the system or active with the
system, e.g., interacting with the system controls, watching
television, messaging, etc. Busy may indicate that the user is
connected to the system but is not available for instant mes-
sages. For example, the user may be using a telephone or may
have turned instant messaging off. Away may indicate that the
user is connected to the system, but is away from the televi-
sion. Processes may be implemented to detect user presence
status and communicate changes in status within the messag-
ing system.

Presence information on the buddy list may also include
information identifying the video transmission (e.g., a televi-
sion broadcast) that the user is watching or other information
about the user’s television watching session(s), such as last
shows watched, length of viewing session, channel changing
intervals, etc. Such information may be used in communica-
tions with other users. For example a user may send messages
to the other users who are watching the same program, or
invite other users to watch a program that the user recom-
mends.

Instant messages may be transmitted from the originating
user’s network terminal 300, such as set top box 312, over
access network 108. Such instant messages may contain the
communication by the originating user, as well as user iden-
tification(s) for the destination user(s). The presence system
may use the user identifications to determine appropriate
destination set top boxes to receive the instant message, for
example, by mapping the user identifications to a unique
identifier associated with the user (e.g., a network address of
a set top box associated with the user). Upon receiving the
instant message, the set top box 312 for a destination user may
cause the information in the instant message to appear in a
designated portion of the television display, such as the bot-
tom portion of the display, while the rest of the display shows
the video transmission the user is currently receiving.
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Table 1 illustrates exemplary buddy list information:
TABLE 1
Buddy List
User Presence Status Program
John Online The Price Is Right
Amy Offline
Bill Away Wheel of Fortune
Jeff Online Wheel of Fortune
Jane Busy

FIG. 5 is a detailed block diagram of a high-level architec-
ture of an integrated IM and chat presence system 500, which
is illustrated in the context of a system using set to boxes 312
as network terminals 302, televisions 314 as output devices
304, and remote controls 316 as input devices 306. As noted
above, other configurations are possible. As shown, system
500 includes a service provider 102 that includes a television
content system 202, a subscriber database 208, and an authen-
tication system 212. System 500 also includes a presence/IM
server 526 and TV presence user agents 524, which may be
implemented as part of enhanced television services system
204. System 500 also includes a plurality of users or subscrib-
ers 106 each having a set top box 312, a remote control 316,
and a television 314. A subscriber 106 is communicatively
connected to service provider 102, for example, via access
network 108 (e.g., a fiber optic network). System 500 may
also include one or more computing devices (PCs) 558, which
may be connected to service provider 102 via portal 210 and
a wide area data network, such as the Internet.

In the embodiment shown, TV presence user agent 524
allows users 106 to communicate with presence/IM server
526 and consequently enables communication among instant
message users using PCs 558, other users 106, and other
presence-enabled devices accessible via system 500, such as
telephones etc. (See, for example, Methods and Systems for
Presence-Based Telephony Communications, U.S. patent
application Ser. No. 10/627,368, filed Jul. 25, 2003, hereby
incorporated herein by reference). In another embodiment,
presence/IM server 526 may integrate with other existing IM
and presence systems existing on both wired and wireless
networks external to system 500 (e.g., via portal 210 over the
external data network). System 500 may monitor the activity
of subscriber 106 through the subscriber’s TV presence user
agent 524. User agents 524 may be deployed as software
residing on user set top boxes 312, or may be deployed within
service provider 102 (e.g., as a proxy), as shown in FIG. 5. As
noted above, a user may compile a list of other users who are
designated as buddies, called a buddy list, which may store
presence information related to such users, for example,
accessible by a users user agent 524. Presence/IM Server 526
and User Agents 524 can track and propagate presence status
changes for users that a particular user has on his buddy list,
and update the buddy list appropriately. Some embodiments
may provide a user with the functionality of Presence Avail-
ability Management (PAM) and IM systems, including ser-
vices for sending and receiving instant voice or text messages,
making and receiving telephone calls and receiving voice
alerts and notifications. (See, for example, the aforemen-
tioned patent application titled “Methods and Systems for
Presence-Based Telephony Communications,” U.S. patent
application Ser. No. 10/627,368, filed Jul. 25, 2003.)

System 500 may keep track of each buddy who is online
and what channel and program the buddy is watching. Sub-
scriber 106 may invite an online buddy (or buddies) to watch
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a particular program using an instant message. The buddy
may then select the message that appears on his television
screen to automatically change the channel on his TV set to
the program identified in the instant message. In one embodi-
ment, set top box 312 may store and modity presence status in
real-time, including the television-control status of set top
box 312, and communicate status information via notifica-
tions to presence/IM server 526 without user interaction.
Such a configuration may enable presence/IM server 526 to
generate notifications indicating a change in status informa-
tion including, for example, a “channel changed” alert to be
sent to other buddies.

In another embodiment, the functions and/or hardware of
set top box 312 may be integrated into television 314. In yet
another embodiment, remote control 316 may also be enabled
to receive and display instant messages as an output device
using, for example, an LCD display.

In another embodiment, presence/IM server 526 is config-
ured to automatically group users who are watching the same
program, forming an ad hoc buddy list based on a television-
related action. Presence/IM server 526 may form other ad hoc
buddy lists based on other television habits of users, such as
frequent viewing times, channels, programs, networks, pro-
gram genre, typical program demographics, location, etc.
Subscriber 106 and the buddies on an ad hoc list may
exchange instant messages.

FIGS. 6A and 6B are a flow chart of an exemplary method
600 that illustrates the operation of system 500. To start,
service provider 102 receives a connection signal (step 602)
that may be initiated by subscriber 106. Subscriber 106 may
initiate connection using remote control 316 or by another
means such as controls on set top box 312. Using the connec-
tion signal, service provider 102 determines whether sub-
scriber 106 is a new user (step 606). If so, service provider 102
receives user data (step 610) that is entered via set top box 312
by subscriber 106 using remote control 316 or the set top box
controls. Service provider 102 then saves the user data from
subscriber 106 in a user profile (step 612) that may include a
user name, a password, a telephone number, etc. Once the
profile is saved, service provider 102 verifies (step 614) the
user data, for example, against the data in subscriber database
208 and/or via authentication system 212. Authentication
allows subscriber 106 to gain access to various portions of the
system 500 such as, for example, enhanced television ser-
vices system 204.

Referring again to step 606, if the user is an established user
(step 606), system 500 will log him in (step 604) using, for
example, a user name (which may or may not be the same as
the user identification used for messaging purposes) and pass-
word. Service provider 102 then gives subscriber 106 an
option to configure (step 608) his user profile, such as by
changing his password or specifying his presence status. Ser-
vice provider 102 receives the user data (step 610) and con-
tinues by saving the updated user profile (step 612) and veri-
fying the subscriber with authentication procedures (step
614). If the subscriber chooses not to update his profile or
other information (step 608), system 500 performs the veri-
fication process (step 614). Once service provider 102 has
verified subscriber 106, the presence status of the subscriber
106 is updated (step 616). As described previously, a user’s
presence status in the preferred embodiment may include
online, offline, busy, or away statuses.

In one preferred embodiment, once a user is logged in,
system 500 provides chat and presence capability as the user
watches television using the network and equipment that
provides the television signal. As the user watches television,
system 500 monitors the user’s activities and status, monitors
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the activities and status of other system users, interacts with
the user through the user’s television, and provides presence
information and communication links among users.

For example, system 500 (e.g., via user agent 524) moni-
tors a user’s status by determining whether the user has used
remote control 316 and/or set top box 312, for example, by
monitoring whether an idle timer has expired (step 626).
Remote control 316 or set top box 312 may be considered idle
if they have not been used for a specified period of time. In
such an embodiment, at or near expiration of the idle time
(e.g., fifteen minutes from last user action), the user may be
prompted to take action in order to preserve the user’s status
as “available.” For example, a small picture representation
serving as a warning ofidle time expiration may be displayed
by the set top box 312 on the television, partially obstructing
the view of the current broadcast. Alternatively, a text mes-
sage containing a warning may be displayed on the television
screen indicating a pending user status change to “away”
unless action is taken.

Upon seeing such notifications, the user may elect to pre-
serve or reactivate “available” status by performing actions
including, for example, changing channels, changing vol-
ume, or pushing an “I’m available” button on remote control
316. If the user takes no action, the user’s status may be
updated accordingly to “away” (step 528), for example, by a
notification from user agent 524 to presence/IM server 526
indicating the change in status of the user. In the implemen-
tation shown, system 500 may further monitor whether user
interaction occurs before another idle timer, for example a
thirty minute timer, has expired (step 627) after the initial idle
period. Ifthe second idle time also expires without user activ-
ity, then a notification may be sent to presence/IM server 526
to update the subscriber’s status to off-line (step 629). In one
embodiment, a motion detector, seat sensor, or other sensor
may be used to detect user activity or physical presence near
atelevision set sufficient to prevent system 500 from updating
the user’s status based on idle time.

One of ordinary skill will recognize that other sensors and
methods may be employed to monitor a user’s status, for
example, an IR sensor built into the television set to detect a
user’s body heat. For another example, sensors and/or soft-
ware (e.g. software in the telephone call connection network)
may detect that a user is speaking on a telephone, including a
cell telephone, and the system may change the user’s status to
busy during the duration of the call. For yet another example,
sensors and/or software (e.g., an application running on a
networked computer) may detect when a user is interacting
with a personal computer, and the system may change the
user’s status to busy during the interaction. For yet another
example, sensors and/or software (e.g., an application run-
ning on a computer-controlled appliance) may detect when a
user is interacting with an appliance, such as a microwave
oven or refrigerator, and the system may change the user’s
status to busy during the interaction.

System 500 may also update a user’s presence status based
on the status of a television program that the user is tuned to.
For example, system 500 may determine whether a commer-
cial break (i.e., an advertising segment that is not part of the
television show) is in progress during a program being dis-
played on the television (step 621), and if so, may change the
subscriber’s presence status to “away” during the commercial
break (step 623) on the assumption that the user is not atten-
tively watching the television during a commercial break.
When the commercial break ends, system 500 may update the
subscriber’s status to online, busy, or whatever is appropriate
for the user.
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In the embodiment shown, a user may interact with system
500 through on-screen menus displayed by set top box 312 on
television 314 (e.g., using user interface 404), including a
menu for controlling chat and presence features and func-
tions. For example, as represented in FIG. 6 A, a menu may be
displayed by set top box 312 on television 314 having a
number of items related to communication and presence (step
618). A user may select a menu item using a remote control,
television controls, or set top box controls. For example,
when a subscriber selects “logout” (step 620) from a menu, a
notification may be sent from user agent 524 to presence/IM
server 526 in order to update the subscriber’s status to offline
(step 622) in database 208, and propagate the new status to
other relevant subscribers through TV presence user agents
524.

As shown, if a subscriber 106 selects “get buddy status”
(step 630), or selects “send messages™ (step 648) from the
menu, system 500 will display a list of the subscriber’s bud-
dies on the subscriber’s television (step 632, FIG. 6B). The
list may include such information as their presence status and
what channel and program a buddy is watching. As described
previously, Table 1 represents exemplary buddy list informa-
tion, which may be stored in (or accessible to) user agent 524.

If a subscriber selects the IM menu item “receive mes-
sages,” (step 636), system 500 determines whether there are
messages for the subscriber (step 637). If there are no mes-
sages, system 500 will provide an appropriate indication (step
639), such as displaying an icon or text on the television, and
continue displaying the menu (step 618). If there are mes-
sages, system 500 will provide an indication by, for example,
displaying them (step 639).

Referring now to FIG. 6B, for the “send messages” and
“get buddy status” processing in the embodiment shown,
system 500 allows the subscriber to select from three options
(step 638) after displaying the buddy list: 1) return to the
previous menu, 2) select from the list of buddies, or 3) input
aphone number. If “return” 642 is chosen, system 500 returns
subscriber 106 to the menu (step 618, FIG. 6A). If the “input
a phone number” option is selected (step 656), system 500
prompts the user to input a phone number of a buddy he
wishes to telephone. When user 106 has input a buddy’s
phone number, system 500 may directly connect user 106 to
the buddy via telephone.

If the buddy option is selected (step 655), for example by
selecting a name from the list of buddies present, system 500
may access profile information about that buddy and present
it to the user. In one embodiment, telephone information for
the selected buddy may be present in the profile and usable by
the system for placing calls between buddies, but hidden from
the users in order to protect privacy. Once user 106 selects a
buddy from the list, system 500 may give user 106 the option
to call (step 658) the selected buddy on the telephone. Alter-
natively, if the selected buddy has not enabled telephone
functionality, or in addition, user 106 may be given the option
to message the selected buddy. If the option to call is chosen,
system 500 may prompt user 106 to input a preferred phone
number from which to make a call (e.g., user’s cell phone
number) if more than one telephone number is in the buddy’s
profile. Alternatively or in addition, system 500 may prompt
the selected buddy with a request indicating a user’s desire to
have a phone conversation, for example, via a pop-up window
on the buddy’s television screen. Upon accepting the request,
the buddy may be prompted to enter a preferred number on
which to receive a phone call (e.g., their home telephone
number), and the number may not be revealed to the request-
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ing user unless the buddy allows it. In one embodiment,
similar processing may be used to set up a conference call
among more than two users.

After the buddy’s telephone number is specified, system
500 then connects user 106 and the selected buddy via tele-
phone. Thus, in this embodiment, two buddies may protect
the privacy of their phone numbers yet still participate in a
telephone conversation. Moreover, users do not have to
remember, or even know, another user’s telephone number in
order to make a telephone call. And, for ad hoc groups of
buddies, it is likely that the users do not know each other, or
detailed information about each other such as telephone num-
bers.

In one embodiment, a subscriber’s telephone service may
be provided over, and integrated with, the same access net-
work (e.g., a fiber optic network) that provides television
services. In this embodiment, the service provider may place
the call and route it to the calling subscriber’s telephone, cell
phone, etc., or to the calling subscriber’s television, which
may be equipped with microphones, speakerphones, etc. to
enable telephone communication without a traditional tele-
phone handset.

Referring again to step 658 of FIG. 6B, if the subscriber
chooses not to use the integrated telephoning feature, or if the
selected buddy has disabled such functionality, the subscriber
may send a message, such as an instant text message, to the
selected buddy(ies) (step 650, yes). In this case, system 500
presents an interface for composing and sending an IM mes-
sage (step 652). For example, set top box 312 may open an
online chat window on the subscriber’s television 314. Sub-
scriber 106 may then write and send IM messages to the
buddy or buddies selected in step 655, which will appear in a
window on the buddy(s) television. Text may be entered
using, for example, a television remote control, a special-
purpose keypad, or a voice-recognition application. In the
message, subscriber 106 may invite an online buddy to watch
aparticular program, and the buddy may use the received IM
message to change the channel to the program, for example
by selecting the channel or program name in the IM message
displayed on the receiving television screen using a remote-
controlled cursor. Alternatively, the subscriber may select
messages from a pre-populated list for sending to the recipi-
ent. After the message has been sent, system 500 gives sub-
scriber 106 the option to work with the menu or the list of
present buddies (step 646).

Referring again to step 650, if subscriber 106 chooses not
to send an instant message, system 500 checks for received
messages (step 640). In the implementation shown, sub-
scriber 106 has three reply options after checking for received
messages (step 644). If subscriber 106 chooses not to reply or
no messages were received (step 644, No), the subscriber may
return to the menu or the present buddies list (step 646). If
subscriber 106 chooses to reply by a phone call (step 644,
call), system 500 initiates the call (step 660), updates the
subscriber’s status (step 664), and then gives subscriber 106
the option to return to the menu or the current buddies list
(step 646). If subscriber 106 chooses to reply by message
(step 644, Yes), system 500 presents an interface for sending
amessage (step 652) as described above. After a message has
been sent, the subscriber is given the option to return to the
menu or continue working with the buddy list (step 646).

One of ordinary skill will recognize that the process shown
in FIGS. 6A and 6B may have steps added, deleted, or modi-
fied. For example, the steps related to telephoning a buddy
may be deleted. For another example, receive messages pro-
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cessing (step 636) may be modified so the process performs it
automatically and not just when prompted by a menu selec-
tion.
FIG. 7 illustrates an exemplary television display support-
ing the preferred IM system. As shown, television screen 700
including an instant message window 702, a buddy list win-
dow 704, and the television broadcast window 706. In one
embodiment, the television screen 700 may show the televi-
sion broadcast window 706 without the instant message win-
dow 702 or the buddy list window 704, as the user may
activate or deactivate these windows.
In other embodiments, a translucent instant message win-
dow 702 and/or buddy list window 704 may be superimposed
over the television broadcast window 706 so that the user may
still see the television broadcast behind these windows. In yet
another embodiment, instant message window 702 may be
implemented with text that scrolls at the bottom of the tele-
vision screen 700 thereby allowing the user to view the tele-
vision broadcast window 706 behind the text. In another
embodiment, the communication session may include mul-
tiple simultaneous users, with each user’s messages possess-
ing identifying attributes including, for example, a color, an
icon, and a name.
Yet another embodiment may include a remote control
which can both send and receive information from the set top
box, such as text messages, and display that information on a
display integrated with the remote control, such as a two inch
square LCD screen.
Although the implementations used as examples herein
utilize instant messaging, other embodiments and implemen-
tations within the invention’s scope may use other forms of
messaging, such as email, video conferencing, video clips,
telephone calls, radio transmissions, etc., sent and/or received
via users’ televisions.
Other embodiments of the invention will be apparent to
those skilled in the art from consideration of the specification
and practice of the preferred embodiments disclosed herein. It
is intended that the specification and examples be considered
as exemplary only, with a true scope and spirit of the invention
being indicated by the following claims.
What is claim is:
1. A computer-implemented method comprising:
transmitting, by a first device, a signal for providing a video
transmission to a first user at a second device;

detecting, by the first device, a start of a commercial break
within a channel of content included within the video
transmission;

modifying, by the first device, based on detecting the start

of'the commercial break, and without input from the first

user, presence status information of the first user to

create first modified presence status information,

the first modified presence status information indicating
an unavailability of the first user to receive a commu-
nication from a second user during the commercial
break;

generating, by the first device, a signal for transmitting a

first notification to the second user,

the first notification comprising the first modified pres-
ence status information and first information identi-
fying the first user;

modifying, by the first device and based on detecting an

end of the commercial break, and without input from the
first user, the first modified presence status information
to create second modified presence status information,
the second modified presence status information indi-
cating an availability of the first user to receive the
communication from the second user; and
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generating, by the first device, a signal for transmitting a
second notification to the second user,
the second notification comprising the second modified
presence status information.

2. The method of claim 1, where the method further com-
prises:

detecting a completion of a voice communications session,

the first user being unavailable to receive the communi-
cation from the second user during the voice commu-
nications session; and

modifying, based on detecting the completion of the voice

communication session, the presence status information
to indicate an availability of the first user to receive the
communication from the second user.

3. The method of claim 1, where the second device is a set
top box.

4. The method of claim 1, where

the video transmission comprises a television program, and

the method further comprises:

detecting a change in the television program; and
modifying the presence status information based on the
detected change.

5. The method of claim 1, further comprising:

detecting a period of inactivity of the first user;

determining whether the period of inactivity exceeds a

particular period of time; and

modifying, when the period of inactivity exceeds the par-

ticular period of time, the presence status information to
indicate an unavailability of the first user to receive the
communication from the second user.

6. The method of claim 1, further comprising:

receiving the communication from the second user,

the communication comprising a message directed to
the first user and second information identifying the
first user;

determining, based on the second modified presence status

information, that the first user is available to receive the
communication; and

generating, based on determining that the first user is avail-

able to receive the communication, a signal to transmit
the communication to the first user.

7. The method of claim 1, where the first notification com-
prises an invitation to the second user to view the video
transmission.

8. The method of claim 1, further comprising:

storing the first information identifying the first user and

the first modified presence status information in a data-
base.

9. The method of claim 1, further comprising:

detecting an interaction of the first user with at least one of

amobile communication device, a personal computer, or
an appliance; and

modifying, based on detecting the interaction, the second

modified presence status information to create third

modified presence status information,

the third modified presence status information indicat-
ing the unavailability of the first user to receive the
communication from the second user.

10. A device comprising:

a memory to store instructions; and

a processor to execute the instructions to:

transmit a signal for providing a video transmission to a
first user at another device;

detect a start of a commercial break within a channel of
content included within the video transmission;

modify, based on detecting the start of the commercial
break and without input from the first user, presence
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status information of the first user to create first modi-
fied presence status information,
the first modified presence status information indicat-
ing an unavailability of the first user to receive a
communication from a second user during the com-
mercial break;
generate a signal for transmitting a first notification to
the second user,
the first notification comprising the first modified
presence status information and first information
identifying the first user;
modify based on detecting an end of the commercial
break and without input from the first user, the first
modified presence status information to create second
modified presence status information,
the second modified presence status information indi-
cating an availability of the first user to receive the
communication from the second user; and
generate a signal for transmitting a second notification to
the second user, the second notification comprising
the second modified presence status information.
11. The device of claim 10, where the processor is further
to:
detect a completion of a voice communications session,
the first user being unavailable to receive the communi-
cation from the second user during the voice commu-
nications session; and
modify, based on detecting the completion of the voice
communication session, the presence status information
to indicate an availability of the first user to receive the
communication from the second user.
12. The device of claim 10, where the video transmission
comprises a television program, and
the processor is further to:
detect a change in the television program; and
modify the presence status information based on the
detected change.
13. The device of claim 10, where the processor is further
to:
detect a period of inactivity of the first user;
determine whether the period of inactivity exceeds a par-
ticular period of time; and
modify, when the period of inactivity exceeds the particular
period of time, the presence status information to indi-
cate an unavailability of the first user to receive the
communication from the second user.
14. The device of claim 10, where the processor is further
to:
receive the communication from the second user,
the communication comprising a message directed to
the first user and second information identifying the
first user;
determine, based on the second modified presence status
information, that the first user is available to receive the
communication; and
generate, based on determining that the first user is avail-
able to receive the communication, a signal to transmit
the communication to the first user.
15. The device of claim 10, where the processor is further
to:
detect an interaction of the first user with at least one of a
mobile communication device, a personal computer, or
an appliance; and
modify, based on detecting the interaction, the second
modified presence status information to create third
modified presence status information,
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the third modified presence status information indicat-
ing the unavailability of the first user to receive the
communication from the second user.

16. The device of claim 10, where the first notification
comprises an invitation to the second user to view the video
transmission.

17. A non-transitory computer-readable medium storing
instructions, the instructions comprising:

one or more instructions which, when execute by a proces-

sor of a first device, cause the processor to:
transmit a signal for providing a video transmission to a
first user at a second device;
detect a start of a commercial break within a channel of
content included within the video transmission;
modify, based on detecting the start of the commercial
break and without input from the first user, presence
status of the first user to create first modified presence
status information,
the first modified presence status information indicat-
ing an unavailability of the first user to receive a
communication from a second user during the com-
mercial break;
generate a signal for transmitting a first notification to
the second user,
the first notification comprising the first modified
presence status information and first information
identifying the first user;
modify based on detecting an end of the commercial
break and without input from the first user, the first
modified presence status information to create second
modified presence status information,
the second modified presence status information indi-
cating an availability of the first user to receive the
communication from the second user; and
generate a signal for transmitting a second notification to
the second user, the second notification comprising
the second modified presence status information.

18. The computer-readable medium of claim 17, where the
instructions further include:

one or more instructions to detect a completion of a voice

communications session,

the first user being unavailable to receive the communi-
cation from the second user during the voice commu-
nications session; and

one or more instructions to modify, based on detecting the

completion of the voice communications session, the
presence status information to indicate an availability of
the first user to receive the communication from the
second user.

19. The computer-readable medium of claim 17, where

the video transmission comprises a television program, and

the instructions further include:
one or more instructions to detect a change in the tele-
vision program; and
one or more instructions to modify the presence status
information based on the detected change.

20. The computer-readable medium of claim 17, where the
instructions further include:

one or more instructions to detect a period of inactivity of

the first user;

one or more instructions to determine whether the period of

inactivity exceeds a particular period of time; and

one or more instructions to modity, when the period of

inactivity exceeds the particular period of time, the pres-
ence status information to indicate an unavailability of
the first user to receive the communication from the
second user.
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21. The computer-readable medium of claim 17, where the
instructions further include:
one or more instructions to receive the communication
from the second user,
the communication comprising a message directed to
the first user and second information identifying the
first user;
one or more instructions to determine, based on the second
modified presence status information, that the first user
is available to receive the communication; and
one or more instructions to generate, based on determining
that the first user is available to receive the communica-
tion, a signal to transmit the communication to the first
user.
22. The computer-readable medium of claim 17, where the
instructions further include:
one or more instructions to detect an interaction of the first
user with at least one of amobile communication device,
a personal computer, or an appliance; and
one or more instructions to modify, based on detecting the
interaction, the second modified presence status infor-
mation to create third modified presence status informa-
tion,
the third modified presence status information indicat-
ing the unavailability of the first user to receive the
communication from the second user.
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